
LX SERIES
INDUSTRIAL DEPTH FILTERS

LX SERIES

• MADE OF THERMALLY BONDED MICRO FIBERS

• HIGH DIRT-HOLDING CAPACITY

• RELIABILITY AND CONSISTENT RESULTS

LIQUATEC LX SERIES INDUSTRIAL DEPTH FILTERS

Ensure purity, reliability and consistent results. They are

made of thermally bonded micro fibers that help create a

strong filter cartridge that trap particle throughout its depth.

Liquatec LX Series filters are truly high performance 

cartridges, which combine performance, efficiency, long life

and purity so you can have the best performing filter on the

market.

LIQUATEC LX SERIES INDUSTRIAL DEPTH FILTERS

Are true-graded to capture particles throughout the entire 

filter depth.  High dirt-holding capacity equals longer life and

fewer changeouts.  

NSF®
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LX SERIES
INDUSTRIAL DEPTH FILTERS

*WARNING: Do not use with water that is microbiologically unsafe or of unknown quality

without adequate disinfection before or after the system.

PART NUMBER DESCRIPTION

• PURE POLYPROPYLENE CONSTRUCTION

• FAST RINSE-UP IN HIGH PURITY APPLICATIONS

• WIDE CHEMICAL COMPATIBILITY

• FEWER FILTER CHANGE OUTS

• 90% EFFICIENCY

2.5” DIAMETER SPECIFICATION

LX SERIES DEPTH FILTER 

2.5” X 9 7/8”

LX-25-1001 2.5" X 9 7/8" 1

LX-25-1005 2.5" X 9 7/8" 5

LX-25-1010 2.5" X 9 7/8" 10

LX-25-1020 2.5" X 9 7/8" 20

LX-25-1050 2.5" X 9 7/8" 50

LX-25-1075 2.5" X 9 7/8" 75

2.5” X 20”

LX-25-2001 2.5" X 20" 1

LX-25-2005 2.5" X 20" 5

LX-25-2010 2.5" X 20" 10

LX-25-2020 2.5" X 20" 20

LX-25-2050 2.5" X 20" 50

LX-25-2075 2.5" X 20" 75

DISTRIBUTED BY:
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Liquatec Competitor’s

 Tested and Certified by NSF International to ANSI/NSF

Standard 42 for material requirements only.


